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present in the exhaust gas boiler’s up-
take.

§ 63.25–9 Incinerators.

Incinerators installed on or after
March 26, 1998 must meet the require-
ments of IMO resolution MEPC.59(33).
Incinerators in compliance with ISO
standard 13617 (1995), ‘‘Shipbuilding-
Shipboard Incinerators-Requirements’’
are considered to meet the require-
ments of IMO resolution MEPC.59(33).
Incinerators in compliance with both
ASTM F–1323–90, ‘‘Standard Specifica-
tions for Shipboard Incinerators’’ and
Annexes A1–A3 of IMO resolution
MEPC.59(33) are considered to meet the
requirements of IMO resolution
MEPC.59(33).

[CGD 95–028, 62 FR 51202, Sept. 30, 1997]
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Subpart A—General

§ 64.1 Purpose.

This part contains the requirements
for—

(a) Design, construction, repair, al-
teration, and marking of marine port-
able tanks (MPTs) authorized by this
chapter to be carried on inspected ves-
sels;

(b) Periodic inspections and tests of
MPTs; and

(c) Design and construction of cargo-
handling systems for MPTs and other
portable tanks authorized under sub-
parts 98.30 and 98.33 of this chapter.

[CGD 84–043, 55 FR 37409, Sept. 11, 1990; 55 FR
47477, Nov. 14, 1990]

VerDate 23<NOV>98 13:42 Nov 30, 1998 Jkt 179179 PO 00000 Frm 00302 Fmt 8010 Sfmt 8010 Y:\SGML\179179T.XXX pfrm01 PsN: 179179T


		Superintendent of Documents
	2015-01-21T16:14:14-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




